DATAVIEW®

» USB or Bluetooth communication

» Monitor multiple instruments

» Configure the instrument

» Display measurements in real-time

» Download stored data

» Graph recordings

» Display tabular listings

» Display mapped measurements (models 1110
and 1227)

» Generate customizable reports

Configure Instrument
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0.03% of the memory recording settings.
Cegend Name W AVG WMAX Units Sample:
- Dew Point 345366 399°F 17281
[ Relae Humidiy 2757297 33.7% 17291
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12/2/2017 12.40.00 AM
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12/2/2017 1.38.20 AM

ORDERING INFORMATION

Lightmeter Data Logger Model 1110
List Price $379.00................. Cat. #2121.71

Thermo-Anemometer Data Logger Model 1227
List Price $549.00................. Cat. #2121.72

Thermo-Hygrometer Data Logger Model 1246
List Price $329.00................. Cat. #2121.73

Thermocouple Thermometer Model 1821
List Price $249.00................. Cat. #2121.74

Thermocouple Thermometer Model 1822
List Price $279.00. ................ Cat. #2121.75

RTD Thermometer Model 1823
List Price $299.00................. Cat. #2121.76

Replacement carrying pouch for Models 1110 and 1227
................................ Cat. #2118.65
Replacement carrying pouch for Models 1246, 1821,

1822,and 1823...................... Cat. 2154.71
Desktopstand ...................... Cat. 2138.62
Replacement 6ft USB cable............. Cat. 2138.66
USB wall plug adapter. ................ Cat. 2153.78
Multifix mounting accessory ............ Cat. 5000.44
Shockproof rubber holster.............. Cat. 2122.31
Wind cones for model 1227............. Cat. 2122.32
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ENVIRONMENTAL TESTERS

CRecen
Models 1110, 1227, 1247, 1821, 1822, 1823

» Compact and lightweight

» Simple-to-use

» Hand-held or wall mountable

» Data logging up to 1 million
measurements

» User programmable

» Multi line backlit display

» USB and Bluetooth communication

» DataViewe analysis/report generating
software included

» Battery or USB powered
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KEY COMPETITIVE ADVANTAGES

» Measures, indicates and records

» Stores up to 1 million measurements

» Magnetic mounting

» Map mode for light and air measurements to
profile area or surface of interest

» Superior battery life up to 1000 hours as a meter
and 3 years as a recorder at 15 minute sample
rate

» Blue luminescent backlit display viewable from a
wide angle

» Simple 1 button operation

» Lightmeter supports LED lighting

» USB or battery power

» Comprehensive data analysis and report
generation software included (DataView-)

» 2 year warranty

TARGET MARKETS/APPLICATIONS

» Building Maintenance

» Environmental Engineering
» Regulatory Testing

» Occupational Health

» Efficiency Improvements
» Lighting Manufacturers

» Educational Institutions

TARGET USERS

» OSHA Inspectors

» Environmental Contractors

» Health and Safety Committees
» Lighting Engineers

» Consultants

» Architectural Engineers

» Electrical Contractors

» HVAC Engineers

» Process Engineers

» Educational Instructors

Lightmeter
Data Logger
Model 1110

» Range: 0.1 to 200,000 Ix
0.1 1o 18,580 ft

» Works with incandescent, flourescent,
and LED light sources

» Map mode profiles the illuminance
map of the area or room by storing multiple
measurements

» MIN, MAX, and AVG measurements stored

Thermo-
Anemometer
Data Logger
Model 1227

» Wind speed 0.25 m/s to
35.0m/s (49.0 to 6890.0 fpm)
» Flow rate 0.00 to 2,999 m3/h =
» Map mode profiles the illuminance gy
map of the area or room by storing
multiple measurements
» Min, Max, and Average measurements stored
» Temperature measurement -4 to 122 °F

Features common to all models

» USB and Bluetooth communication

» USB and battery power

» Blue luminescent backlit display

» Stores up to 1 million measurements
» Spot measurement storage

» Built-in magnetic mounting system
» Automatic shut-off option

Thermo-

Hygrometer
Data Logger
Model 1246

» Measures temperature , humidity
and dew point

» Relative Humidity 3.0 to 98.0 %RH

» Temperature -4.0 to + 140.0°F

» Dew point -4.0 to + 140.0 °Ftd

» Min, and Max measurements stored

Thermocouple
Thermometer
Models 1821
& 1822

» Selectable Thermocouple
type, J, K, T,N,E,R, S

» Temperature range from -416 to
+3212°F thermocouple dependent

» Programmable store on alarm function

» Min and Max measurements stored

RTD
Thermometer
Model 1823

»-148 to + 752°F
» Works with 100 or 1000 QRTDs
» Min, and Max measurements stored




